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Model 	 AIMB-788 	 AIMB-787 	 AIMB-786

Processor 
System

CPU 12th Generation Intel Core™ i9/i7/i5/i3, 
Pentium®/Celeron®

10th Generation Core™ i9/i7/i5/i3 & 
Pentium®/Celeron®

8th/9th Generation Core™ i7/i5/i3 & 
Pentium®/Celeron®

Socket LGA1700 LGA1200 LGA1151

Max. Speed 3.6 GHz 3.8 GHz 3.7 GHz

Cache L3: up to 30 MB (depends on CPU) L3: up to 20 MB (depends on CPU) L3: up to 12 MB (depends on CPU)

Chipset Intel Q670E Intel Q470E Intel Q370

BIOS AMI 256 Mbit SPI AMI 256 Mbit SPI AMI 256 Mbit SPI

Expansion Slot

PCIe x16 1 (Gen4) 1 (Gen3) 1 (Gen3)

PCIe x8 1 (x 4 link, Gen3) – –

PCIe x4 3 (Gen3) 4 (Gen3) 4 (Gen3)

PCIe x1 – – –

PCI 2 2 2

Memory

Technology Dual Channel DDR4 3200 MHz Dual Channel DDR4 2400/2666/2933 
MHz Dual Channel DDR4 2400/2666 MHz

Max. Capacity 128 GB 128 GB 128 GB

Socket 4 x 288-pin DIMM 4 x 288-pin DIMM 4 x 288-pin DIMM

Graphics
Controller Intel UHD Graphics Intel HD Graphics Intel HD Graphics

VRAM Shared system memory up to 1 GB Shared system memory up to 1 GB Shared system memory up to 1 GB

Ethernet

Interface 10/100/1000 Mbps 10/100/1000 Mbps 10/100/1000 Mbps

Controller GbE LAN1: Intel I219-LM
GbE LAN2: Intel I210-AT

GbE LAN1: Intel I219-LM
GbE LAN2: Intel I210-AT

GbE LAN1: Intel I219-LM
GbE LAN2: Intel I211-AT

M.2 Slot PCIe x4 M-key 2280 type PCIe x4 M-key 2280 type –

SATA

Max. Date Transfer 
Rate 600 MB/s 600 MB/s 600 MB/s

Channel 4 (SW RAID) 4 (SW RAID) 5 (SW RAID)

I/O Interface

VGA 1 1 1

DVI – 1 1

DP 1 1 1

HDMI 1 – –

USB 14 (6 USB 3.2 and 8 USB 2.0) 14 (6 USB 3.2 and 8 USB 2.0) 13 ( 6 USB 3.2 and 7 USB 2.0)

Serial 6 6 6

PS/2 - Optional Optional

Ethernet (GbE) 2 2 2

Audio Mic-in, Line-out Mic-in, Line-out Mic-in, Line-out

Watchdog 
Timer

Output System reset System reset System reset

Interval Programmable, 1-255 Sec Programmable, 1-255 Sec Programmable, 1 ~ 255 sec

: supported, – : not supported, : optional

Industrial Motherboards
ATX Motherboards

https://www.advantech.com/products/5f275228-3385-4034-b102-3bc63b149d4e/aimb-788/mod_139dac4a-c6c6-4ee6-a1e1-f39048a573a4
https://www.advantech.com/products/5f275228-3385-4034-b102-3bc63b149d4e/aimb-787/mod_017485a9-ed5b-4b09-9843-e7a2baa28d16
https://www.advantech.com/products/5f275228-3385-4034-b102-3bc63b149d4e/aimb-786/mod_e4cef5aa-2e37-4df8-b5ef-45c9b8f3186c
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Model 	 AIMB-708 	 AIMB-707 	 AIMB-706

Processor 
System

CPU 12th Generation Intel Core™ i9/i7/i5/i3, 
Pentium®/Celeron®

10th Generation Core™ i9/i7/i5/i3 & 
Pentium®/Celeron®

8th/9th Generation Core™ i7/i5/i3 & 
Pentium®/Celeron®

Socket LGA1700 LGA1200 LGA1151

Max. Speed 3.6 GHz 3.8 GHz 3.7 GHz

Cache L3: up to 30 MB (depends on CPU) L3: up to 20 MB (depends on CPU) L3: up to 12 MB (depends on CPU)

Chipset Intel H610E Intel H420E Intel H310

BIOS AMI 256 Mbit SPI AMI 128 Mbit SPI AMI 128 Mbit SPI

Expansion Slot

PCIe x16 1 (Gen4) 1 (Gen3) 1 (Gen3)

PCIe x8 – – –

PCIe x4 2 (Gen3) 2 (x 1 link, Gen3) 1 (Gen2)

PCIe x1 – – –

PCI 4 4 5

Memory

Technology Dual Channel DDR4 3200 MHz Dual Channel DDR4 2400/2666/2933 
MHz Dual Channel DDR4 2400/2666 MHz

Max. Capacity 64 GB 64 GB 64 GB

Socket 2 x 288-pin DIMM 2 x 288-pin DIMM 2 x 288-pin DIMM

Graphics
Controller Intel UHD Graphics Intel HD Graphics Intel HD Graphics

VRAM Shared system memory subject to OS Shared system memory subject to OS Shared system memory subject to OS

Ethernet

Interface 10/100/1000 Mbps 10/100/1000 Mbps 10/100/1000 Mbps

Controller GbE LAN1: Intel I219-V
GbE LAN2: Intel I225-V (G2 Only)

GbE LAN1: Intel I219-V
GbE LAN2: Intel I211-AT (G2 Only)

GbE LAN1: Intel I219-V
GbE LAN2: Intel I211-AT (G2 Only)

M.2 Slot PCIe x2 M-key 2280 type (G2 only) PCIe x2 M-key 2280 type (G2 only) –

SATA

Max. Date Transfer 
Rate 600 MB/s 600 MB/s 600 MB/s

Channel 4 4 4

I/O Interface

VGA 1 1 1

DVI – 1 (G2 Only) 1 (G2 Only)

DP – – –

HDMI 1 (G2 Only) – –

USB G2: 10 (4 USB 3.2 and 6 USB 2.0) 
VG: 7 (2 USB 3.2 and 5 USB 2.0)

G2: 10 (6 USB 3.2 and 4 USB 2.0) 
VG: 7 (4 USB 3.2 and 3 USB 2.0) 9 (4 USB 3.2 and 5 USB 2.0)

Serial G2: 6 
VG: 2

G2: 6 
VG: 2

G2: 6 
VG: 2

PS/2 – Optional 2 (1 x keyboard and 1 x mouse)

Ethernet (GbE) G2: 2 
VG: 1

G2: 2 
VG: 1

G2: 2 
VG: 1

Audio Mic-in, Line-out Mic-in, Line-out Mic-in, Line-out

Watchdog 
Timer

Output System reset System reset System reset

Interval Programmable, 1-255 Sec Programmable, 1-255 Sec Programmable, 1 ~ 255 sec

: supported, – : not supported, : optional
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https://www.advantech.com/products/5f275228-3385-4034-b102-3bc63b149d4e/aimb-707/mod_086633cd-34fe-40b2-b5a4-ffcccf9b3c5c
https://www.advantech.com/products/aimb-708/mod_07530ac3-e077-46e2-b85e-bf32a34a0283
https://www.advantech.com/products/5f275228-3385-4034-b102-3bc63b149d4e/aimb-706/mod_a788d7e9-233a-4ea4-8944-b1127be9e82d
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Riser Cards

Model 	 AIMB-RP10P-
01A1E

	 AIMB-R4104- 
01A1E 

	 AIMB-RF10F- 
01A1E

	 AIMB-RP30P-
03A1E

	 AIMB-RP3PF-
21A1E

	 AIMB-RP3P8-
12A1E

Interface PCI PCIe x4 PCIe x 16 PCI PCIe x16/PCI PCIe x16/PCI

Expansion Slots 1 PCI 1 PCIe x4 1 PCIe x 16 3 PCI 1 PCIe x16 + 2 PCI 2 PCIe x8 + 1 PCI

Chassis
1U    – – –

2U – – –   

ATX

AIMB-788 – – – – – –

AIMB-787 – – – – – –

AIMB-786 – – – – – –

AIMB-785 –   – – –

AIMB-708  –    –

AIMB-707  –    –

AIMB-706  –    –

AIMB-705  –    –

Model 	 AIMB-R430P-03A2E 	 AIMB-R4301-03A2E 	 AIMB-R431F-21A1E 	 AIMB-R43PF-21A1E ASMB-RM2F4-11A1

Interface PCIe x4 PCIe x4 PCIe x16/PCIe x4 PCIe x16/PCIe x4 PCIe x16 / PCIe x4

Expansion Slots 3 PCI 3 PCIe x1 1 PCIe x16 + 2 PCIe x1 1 PCIe x16 + 2 PCI PCIe x16 / PCIe x4

Chassis
1U – – – – –

2U      (ACP-2020G only)

ATX

AIMB-788     

AIMB-787     

AIMB-786     

AIMB-785     

: Fully compatible
: Only the PCIe x 16 and PCIe x1 (bottom slot) connectors work. 
: Only one PCIe x1 connector works (top slot).

Extend slot

Card 1Extend slot

Card 2

Extend slot Card 1

Card 2

Card 1Extend slot Extend slot Card 1

Card 2 Card 2

Industrial Motherboards



https://www.advantech.com/products/7bf4dae2-82cc-4e7c-8344-e9a4e3614bb7/aimb-rp10p-01a1e/mod_4cb77984-d2de-4e1e-a86d-4a95ca3a980b
https://www.advantech.com/products/7bf4dae2-82cc-4e7c-8344-e9a4e3614bb7/aimb-r4104-01a1e/mod_72954ebb-a3c7-48c0-aaa4-4af0568954af
https://www.advantech.com/products/7bf4dae2-82cc-4e7c-8344-e9a4e3614bb7/aimb-rf10f-01a1e/mod_208c2b09-9715-4932-a8a8-748936655ac9
https://www.advantech.com/products/7bf4dae2-82cc-4e7c-8344-e9a4e3614bb7/aimb-rp30p-03a1e/mod_ec1baae9-ddfb-4605-bf9e-9e5a7926054b
https://www.advantech.com/products/7bf4dae2-82cc-4e7c-8344-e9a4e3614bb7/aimb-rp3pf-21a1e/mod_5773c0ac-4ead-488e-8bbc-d28e3a6f7f50
https://www.advantech.com/products/7bf4dae2-82cc-4e7c-8344-e9a4e3614bb7/aimb-rp3p8-12a1e/mod_ea6afed9-8e89-4108-87ae-9f027956b74c
https://www.advantech.com/products/riser-cards/sub_1-2jkoyp
https://www.advantech.com/products/7bf4dae2-82cc-4e7c-8344-e9a4e3614bb7/aimb-r430p-03a2e/mod_68c95b96-5997-479a-b793-ddaf6eec4897
https://www.advantech.com/products/7bf4dae2-82cc-4e7c-8344-e9a4e3614bb7/aimb-r4301-03a2e/mod_cc96c603-b828-423e-8066-05ba8b90b521
https://www.advantech.com/products/7bf4dae2-82cc-4e7c-8344-e9a4e3614bb7/aimb-r431f-21a1e/mod_0273cd38-ef6d-4e40-944f-3e46ac649e30
https://www.advantech.com/products/7bf4dae2-82cc-4e7c-8344-e9a4e3614bb7/aimb-r43pf-21a1e/mod_0be9bf1d-62d6-46e5-97e3-469bfd96911a
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